
HD10 Connectors

HD10 Series Overview

The HD10 series is an environmentally sealed, thermoplastic, and cylindrical connector series. With 

arrangements from 3 to 9 cavities,  HD10 connectors accept size 4, 12, or 16 contacts and are available 

either in-line or flanged. HD10 connectors are heavily used for diagnostic applications and are available 

with or without a coupling ring. 

Part Number

HD 10 - 9 - 96 P * - ****

Series 

Style

10 Square Flange Receptacle

14 In-line Receptacle

16 Plug

Configuration 

Threaded Rear

4 4 Configuration

12 No Coupling Ring on 
Plug, 6 Configuration

96 , 3,3, 33,3, onfigurations

Non-Threaded Rear

16 3, 5, or 9 Configurations

Special Modifications 

Wire Seals

Blank Standard Seal

E Extra Thin Wall Seal

Contacts

P Pin

S Socket

https://www.dalroad.com/products/automotive-components/connectors/te-deutsch-connectors/


HD10 Connectors

HD10 PART NUMBERS

Here are some of the common part numbers in the HD10 series. Several additional connectors may be 

available.

Position
Contact 

Size
Rear 

Threads Plug
Receptacle 

Inline
Receptacle 

Flange

3 16
no HD16-3-16S HD14-3-16P -

yes HD16-3-96S HD14-3-96P HD10-3-96P

4 4/16 yes HD16-4-4S - HD10-4-4P

5 16 no HD16-5-16S HD14-5-16P HD10-5-16P

6 16 yes HD16-6-96S HD14-6-96P HD10-6-96P

6 12 yes HD16-6-12S-B010 HD14-6-12P HD10-6-12P

9 16
no HD16-9-16S HD14-9-16P HD10-9-16P

yes HD16-9-96S HD14-9-96P HD10-9-96P

9 (1939) 16 yes HD16-9-1939S HD14-9-1939P HD10-9-1939P
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Email: sales@dalroad.com | Call: 01582 5050 252

UK Authorised TE Connectivity DEUTSCH Connector Distributor
Dalroad supply a wide range of automotive connectors for for use on applications from engines to braking 

systems, providing a firm, secure cable-to-cable connection.
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